LSRR,

LITCHFIELD, ILLINOIS
ALP. PROJ: 3-17-0063-B13

LITCHFIELD MUNICIPAL AIRPORT

L. PROJ.: 3LF-3559

12706705
12,/06,/05
01/29/08

B.AK.
B.AK.
C.AH.

SCALE
01/29/08

Filenome

Scoie

Date

LAYOUT

DRAWN
REVIEWED

>3 HANSON

Hanson Professional Services Inc.

1525 South Sixth Streat
Springfield, Hflincis 62703-2886
Offices Nationwide

ON RUNWAY 9-27
PROPOSED
SAFETY
PLAN

2008 10:27 AM HAGLOOC382

N2 )
c WOR & ] L1031 .
THIS PROJECT CONSISTS OF CRACK CLEANING AND SEALING, RUNWAY €
APPLICATION OF A 0.10° POROUS FRICTION COURSE AND INSTALLATION OF
PAPIS ON RUNWAY 9-27. EXISTING RUNWAY
YELLOW IN COLOR
Al F U 5
W "NOT 10 SCALE" g
AIRPORT SECURITY WILL BE MAINTAINED AT ALL TIMES. THE CONTRACTOR PROPOSEP EQUIPMENT T%Ag%ﬁlﬁg _ 5
WILL CLOSE AND LOCK THE EXISTING GATE IN THE HAUL ROUTE AT THE END . NOTE:
OF EACH WORKING DAY. COST OF CONSTRUCTING, PLACING, MAINTAINING AND REMOVING CROSSES
S S " S—— S 1 i S T WILL BE CONSIDERED INCIDENTAL TO THE CONTRACT AND NO ADDITIONAL
UTILITY NOTE PROPOSED HAUL ROUTE & COMPENSATION WILL BE ALLOWED, THE CROSSES WILL BE YELLOW IN
] A gLsﬁE COLOR AND SHALL BE MADE OF A SUITABLE MATERIAL AS APPROVED BY I
THE CONTRACTOR SHALL CONTACT ALL UTILITY COMPANIES AND AGENCIES INDUSTRIAL CONSTRUCTION ACCESS E
WHICH HAVE LINES OR CONDUITS IN THE PROPOSED WORK AREA. ALL PARK EQEHA'RRSSSXYM:SNASEE&! LEITJHE\B %525%‘3 gé%uggop‘%iw” &Fgﬁ;ngpggg vgg 3
LINES AND CONDUITS SHALL BE LOCATED AND IDENTIFIED FOR DEPTH B ] D S WOCTALED ASOVE AND SECURED N A MANNER, APPROVE
BEFORE ANY EXCAVATION BEGINS. THE CONTRACTOR WILL CALL JULLE. I BY THE ARPORT MANAGER.  THE PROPOSED CROSSES WL BE N PLAC
T G L oo THEUTC o#.Tg%ACTORS - = RE-OPENED, THE CONTRACTOR WILL BE RESPONSIBLE FOR THE PLACEMENT
R THE- PROPOSED COMErarion. Lt EE et - EXISTING VAS| UNIT ; - = AND REMOVAL OF THE CROSSES. THE CONTRACTOR WILL BE RESPONSIBLE
LOCATED WITHIN THE PROPOSED CONSTRUCTION LIMITS. THESE ' OHE R PROPOSED PFC OVERLAY CRITICAL PONT 7/ ] Fo SHTING OFE /08 BT R L B RE
UNDERGROUND IMPROVEMENTS WILL BE LOCATED AT THE CONTRACTOR'S OWN RUNWAY 9-77 / CLOSED/OPENED RUNWAY, NO ADDITIONAL COMPENSATION WILL BE. ALLOWED.
EXPENSE PRIOR TO THE START OF CONSTRUCTION ACTMITIES. [ % ; LOSED/! g 0 LL BE ALLOWED.
EXISTING VASI UNIT 3
HEIGHT OF CONSTRUCTION EQUIPMENT TO BE REPLACED PROPOSED BARRICADES J.U.LLE. INFORMATION CRITICAL_POINT DATA
THE MAXIMUM ANTICIPATED HEIGHT OF THE CONSTRUCTION EQUIPMENT WiLL - ] COUNTY MONTGOMERY LATTUDE:  39° 10° 01.250°
BE 25 FEET. THE TALLEST EQUIPMENT IS EXPECTED TO BE A T oY, L ICHRELD LONGTUDE: B 40 e
TRACTOR-TRAILER TRUCK. V| - TOWNSHIP, SOUTH LITCHFIELD ELEVATION:  683.3 M.S.L.
SECTION NO.____5 & 8
HAUL ROUTE AND VEHICLE PARKING ADDRESS LITCHFIELD MUNICIPAL AIRPORT
THE CONTRACTOR WILL USE THE DESIGNATED HAUL ROUTE AND PARKING " PROPOSED LOCATION OF P.0. BOX 381
AREA AS SHOWN ON THIS SHEET. THE PROPOSED PARKING AREA WILL BE == ENGINEER'S FIELD TRAILOR ld%csg'\gg Sxf 62056
200° X 200°. THE CONTRACTOR WILL BE REQUIRED TO MAINTAIN THE o ,
PROPOSED HAUL ROUTE AND PARKING AREA THROUGHOUT THE COURSE OF £
THE PROJECT. ANY AREAS DAMAGED OUTSIDE OF THESE AREAS WILL BE . 5
REPAIRED BY THE CONTRACTOR AND AT THE CONTRACTOR'S OWN EXPENSE. -,
AT THE CONCLUSION OF THE PROJECT THE CONTRACTOR WILL GRADE, —“ o PROPOSED SAFETY PLAN
I R e i o e il | GENERAL - THE LITCHFIELD MUNICIPAL AIRPORT IS COMPRISED OF A 3,900
NEEDED TO RESTORE IT TO TS’ ORIGINAL STATE. RESTORATION OF THE T BT 75 FT EAST_witsr (o7} RUNAT o £ 4 O
HAUL ROUTE AND PARKING AREA WILL BE PAID FOR UNDER ITEM: \ | v g X
AR150540 "HAUL ROUTE” 1L \ ] NORTH-SOUTH (18-36) RUNWAY. THE PROPOSED CONSTRUCTION WILL
~ 6 5 . - NECESSITATE CLOSING RUNWAY 9-27 FOR THE DURATION OF THE PROJECT,
1 _— — =——" —— = ——  RUNWAY 18~36 WILL REMAN OPEN THROUGH OUT THIS PROJECT. ALL WORK
CONTRACTOR RESPONSIBILITIES 718 INCLUDED IN OPENING AND CLOSING THE RUNWAY WILL BE CONSIDERED
THE CONTRACTOR'S EQUIPMENT PARKING AND STORAGE AREA WILL BE AS w&ggg& TO THE PROJECT AND NO ADDITIONAL COMPENSATION WILL BE
SHOWN ON THIS SHEET. THE CONTRACTOR'S EMPLOYEES WILL PARK THER .
I ! WED
XEJ%ES TmST;*gsEAAREA- ONLY CONTRACTOR VEHICLES WILL BE ALLO | IDENTIFICATION ~ WHEN THE CONTRACTOR'S VEHICLES AND EQUIPMENT ARE
| ON THE AIRPORT THEY SHALL BE PROPERLY MARKED WITH THREE (3") FOOT
THE CONTRACTOR AND HIS EMPLOYEES WILL BE RESTRICTED TO THE WORK ) ggg#sfc%sc\mﬁgLsrggg()(\nqrggnxgggg& 3%«%% ’:é«owggngg, TAEH% .
THE AIRPORT ARE "OFF LIMITS™ TO THEM. | i
ARER AND ALL OTHER AREAS OF THE ) GARMENT TO IDENTIFY THE PERSON AS BEING PART OF THE CONSTRUCTION :
THE_CONTRACTOR SHALL KEEP RUNWAY 18-36 OPEN AT ALL TIMES AND CREW.
S TO ALL HANGARS AND |
’:@,ﬁkﬁé’%&%ﬁ?"&%‘iﬁ, TAXIWAY ACCES . HANG | — RADIO CONTROL ~ THE CONTRACTOR WILL BE REQUIRED TO BE IN TWO-WAY
- ~ — RADIO CONTACT (122.8 MHz.) WITH THE AIRPORT UNICOM, THIS WILL KEEP
ALL WORK PERFORMED SHALL BE DONE IN A ORDERLY AND EFFECTIVE THE LOCATION, SIZE AND TYPE OF MATERIAL OF EXISTING UNDERGROUND UTILITIES THE CONTRACTOR IN CONSTANT CONTACT WITH THE LITCHFIELD MUNICIPAL
MANNER TO MINIMIZE RUNWAY CLOSURE. INDICATED ON THE PLANS IS NOT REPRESENTED AS BEING ACCURATE, SUFFICIENT OR 1 ARPORT AND ENABLE THE ARPORT TO IMMEDIATELY CONTAGT THE
COMPLETE. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO DETERMINE THE CONTRACTOR IN CASE OF AN AERONAUTIC EMERGENCY THAT WOULD REQUIRE
NO TRENCHES OR HOLES WILL REMAIN OPEN OVERNIGHT. ACTUAL LOCATION OF ALL SUCH FACILITIES, INCLUDING SERVICE CONNECTIONS TQ | I ACTION BY THE CONTRACTOR AND/OR HIS PERSONNEL.
o UNDERGROUND UTILITIES.  PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL NOTIFY |
H THE UTILITY COMPANIES OF HIS OPERATIONAL PLANS AND SHALL OBTAIN FRL%{ N}H;:o l 150—-ENGINEER'S FIELD OFFICE NOTES
g RESPECTIVE UTILITY COMPANIES DETAILED INFORMATION AND ASSISTANCE RE| -
7| BARRICADES AND TRAFFIC CONES THE LOCATION OF THEIR FACILITES AND THE WORKING SCHEDULE OF THE COMPANIES THE PROPOSED ENGINEER'S FIELD OFFICE WILL BE FURNISHED, MAINTAINED,
ol 1T WILL BE THE CONTRACTOR'S RESPONSIBILITY TO PLACE AND MAINTAIN FOR REMOVAL OR ADJSUSTMENT WHERE REQUIRED. IN THE EVENT AN UNEXPECTED ! AND REMOVED IN ACCORDANCE WITH ITEM AR150510 "ENGINEER'S FIELD
Z{ BARRICADES AND TRAFFIC CONES AS DIRECTED BY THE AIRPORT MANAGER. UTILITY INTERFERENCE IS ENCOUNTERED DURING CONSTRUCTION, THE CONTRACTOR | | OFFICE” AS STATED ON PAGE 168 OF THE SUPPLEMENTAL SPECIFICATIONS
z| THE BARRICADES WILL BE EQUIPPED WITH RED FLASHING OR RED STEADY SHALL IMMEDIATELY NOTIFY THE UTILITY COMPANY OF JURISDICTION. THE ENGINEER | | AND RECURRING SPECIAL PROVISIONS, ADOPTED JULY 1, 2004.
21 BURN LICHTS AND 20" SQUARE ORANGE FLACS. THE BARRICADES, THER SHALL ALSO BE IMMEDIATELY NOTIFIED. ANY SUCH MAINS AND SERVICES SHALL BF .
S| MAINTENANCE, PLACEMENT AND REMOVAL WILL BE CONSIDERED AS AN RESTORED TO SERVICE AT ONCE AND PAID FOR BY THE CONTRACTOR AT NO THE LOCATION OF THE PROPOSED ENGINEER'S FIELD OFFICE WILL BE
| INCIDENTAL ITEM TO THE CONTRACT AND NO ADDITIONAL COMPENSATION WILL \_ ADDITIONAL COST TO THE CONTRACT. Y, CONFIRMED AT THE PRE-CONSTRUCTION MEETING.
] I CALL JU.LLE. FOR UTILITY INFORMATION AT 1-800-892-0123. ! | THE ENGINEERING FIRM WILL MAKE PAYMENT FOR ALL LONG DISTANCE
¥ LEGEND . , TELEPHONE CALLS IN EXCESS OF ONE HUNDRED DOLLARS ($100.00) PER .
-~
& 1 EXISTING IMPROVEMENTS MONTH, o)
.
< THE CONTRACOTR WILL FURNISH A CELL PHONE TO THE RESIDENT ENGINEER :
2 PROPOSED MPROVEMENTS r i \ —7 { FOR HIS EXCLUSIVE USE FOR THE DURATION OF THIS PROJECT. THE o
z EXISTING BUILDINGS ' ' ' ' RESIDENT ENGINEER WILL USE THIS PHONE FOR PROJECT BUSINESS ONLY. 0
G| —-— THE CONTRACTOR WILL BE RESPONSIBLE FOR ALL CHARGES ASSOCIATED (L})J
| WPZZZZZ PROPOSED HAUL ROUTE AND EQUIPMENT PARKING AREA ‘ / \ / WITH THIS CELL PHONE. 3
% I . a
2 RICA THE PROPOSED ENGINEER'S FIELD OFFICE WILL BE PAID FOR UNDER ITEMS:
8 A PROPOSED BARRICADES ! \ / \ / AR150510 ENGINEER'S FIELD OFFICE ____ 1 LS. 8
& ]
, o ) o
S ' i 0 250° 500 1000 EROSION CONTROL
> e |
- ; | I [ HALF SIZE SCALE. T'= 1000" THIS PROJECT WILL DISTURB LESS THAN 1 ACRE OF LAND, THEREFORE NO
g { L ) Il FULL SIZE SCALE: 17= 500 N.P.D.ES. PERMT WILL BE REQUIRED.
@«




